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900 East Keefe Avenue
Milwaukee, WI 53212
Phone: 800-396-2789
Fax: 414-961-6506
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UPS12-475UPS12-475UPS12-475UPS12-475UPS12-475
VALVE REGULATED
LEAD ACID BATTERY
FOR UPS STANDBY
POWER APPLICATIONS
12V 134 AH @ 20 HR RATE,
12V 475 WATTS/CELL
@ 15 MIN. RATE

�����������	
��������������� For 15 Minutes to 1.67 Volts per Cell

������������	
������
�	������������������	
��	����������������

���������
�������	��

���������	
���	��	��	�����	�������	���	��������

� �� �� �� �� 	� �� ��

1.67 750.0 577.0 475.0 393.0 248.0 227.0 210.0 129.0
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302.0
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182.0

FEATURES
····· 10 Year design life @ 25°C (77°F)

····· Absorbent Glass Mat (AGM) technology
for efficient gas recombination of up to
99% and freedom from electrolyte
maintenance.

····· Patented flame-arresting one-way
pressure-relief valve providing vacuum
and controlled backpressure for long life
recombinant operation.

····· Designed to comply with ANSI and
Eurobat battery standards.

····· Specifically designed for optimum
performance in UPS applications.

····· Proprietary computer modeled radial
grid matrix using multiple conductors for
providing the lowest internal resistance
and highest current carrying efficiency.

····· Proprietary Fixed Orifice Pasting technology
applying active material on both sides of the grid
for consistant cell-to-cell performance, highest
paste packing efficiency and uniform grid
protection.

····· Lowest calcium levels among battery manufactur-
ers minimizing grid growth and extending battery
life.

····· UL-recognized component.
····· Thermally welded case-to-cover bond to eliminate

leakage.
····· Can be mounted in any orientation. Upright, side

or end mounting recommended.

····· Not restricted for air transport –
Complies with IATA/ICAO Special
Provision A67.

····· Not restricted for surface transport –
Classified as non-hazardous material as
related to DOT-CFR Title 49 parts 171-189.

····· Flame retardant polypropylene case and
cover compliant with UL 1778 (optional).
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(with temperature compensation)

Maximum
1.4% RMS (4% P-P)

Threaded brass inserts

110 in.-lbs. (12.4 N-m)
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UPS12-475 – Specifications
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6 12.84 100 lbs.
45 kg

Absorbed H2SO4
SG = 1.300

800 Amps 5000 Amps
@ 0.1 sec.

0.0023 Ohms

1.75 685.0 515.0 437.3 366.3 283.4 236.1 201.7 122.8

1.70 725.0 542.9 379.2 293.2 221.6 205.5 125.0
1.67 750.0 577.0 475.0 393.0 302.0 227.0 210.0 129.0

1.65 770.1 588.6 481.4 401.9 311.2 233.1 214.9 131.0
1.60 606.1 488.4 410.4 315.9 238.0 220.1 135.5

217.4

221.6
227.0

233.1
238.0

172.8

177.8
182.0

185.2
188.0785.2

����� Batteries to be mounted with 0.5 in. spacing minimum and free air ventilation.  Specifications subject to change without notification.
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*All dimensions in inches and (millimeters).  All dimensions are for reference only.

 Contact a C&D Representative for complete dimensional information.
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230       170       116         90         72.5      41.5     30.7      20.2        13.4     11.0      9.4         6.00      5.08      1.82       1.32

 260       185       128         99         79.0      44.0     32.5      21.8        14.5     11.9      10.1       6.39      5.40      1.92       1.40

 310       205       136        103        82.5      47.3     34.7      22.7        15.2     12.4     10.6        6.60      5.58      1.97       1.43

 371       228       146        111        88.0      49.0     36.0      23.6        15.8     12.8     10.8        6.74      5.68      2.01       1.46
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